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THINK OUTSIDE THE SEAMS

With the RhinoBond system, you have 
to think differently when it comes to 
scheduling and running your job, par-
ticularly when compared to a traditional 
mechanically attached installation.  
These Best Practice recommendations 
are based on several years of RhinoBond 
project observation and evaluation. 

 It should also be noted that for  
improved productivity, a minimum of  
two RhinoBond tools should be used.

FASTENER INSTALLATION
Fasteners MUST be in a straight row in at least 
one direction.

 
How to Run a RhinoBond® Job
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Position membrane so seams do not pass 
directly over RhinoBond plates.

POWER REQUIREMENTS

Static interference. 
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Magnet alignment is important. 

Keep the membrane clean.

Keep the magnets clean.

ALWAYS CALIBRATE THE TOOLS

Accurately test weld. 
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153  BOWLES  ROAD ,  AGAWAM,  MA  01001
800 .633 .3800  WWW.OLYFAST. COM INFO @OLYFAST. COM
RhinoBond®

WELD IN STRAIGHT LINES RHINOBOND STANDING SEAM 
RETROFIT PROJECTS

Night before:  

This is KEY!

Day of:

Subsequent days:

RESOURCES

CONTACT
 

Josh Kelly,  
Stan Choiniere, 


